COLD CHAIN
INTELLIGENCE
WITH Al

Our end-to-end cold chain solution
ensures uninterrupted monitoring of
vaccines from production to
administration. Smart sensors feed a
robust loT network, while an Al-powered
software platform delivers real-time
tracking, predictive analytics, and
automatic alerts. This guarantees
vaccine safety while enhancing
transparency and efficiency in logistics.
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COLD CHAIN INTELLIGENCE

THE RISK THE SOLUTION

SECURE YOUR VACCINES,WITH OUR COLD CHAIN INNOVATION

H H UNMONITORED TEMPERATURE INSTANT DATA & AUTOMATIC ALERTS
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Termon CoolHub

Wi-Fi communication support

Optional Ethernet / 4G connectivity
Support for up to 8 BLE wireless sensors
Built-in temperature and humidity
sensor

Compatible with 110-220V AC power
supply

2500 mAh internal battery providing 48
hours of uninterrupted operation

2" (280%296) information display
Integrated audible and visual alarm
system

48-hour offline data storage during
network outages

Power failure detection and alarm
notification

ADVANTAGES

One of the greatest risks in

cold chain

management is the spoilage of vaccines and
sensitive products caused by sudden
temperature fluctuations, network outages,
or power failures. Such incidents not only
result in costly product loss but can also
lead to irreversible consequences for
human health. CoolHub and FrostHub are
designed to eliminate these risks: with real-
time temperature and location monitoring,
extended offline data storage, integrated
alarm systems, and uninterrupted power
backup, they guarantee reliability under all

conditions. By choosing us,

you gain not

only advanced technology but also a
trusted partner dedicated to safeguarding

your cold chain operations.

UNDETECTED TEMPERATURE
FLUCTATIONS, NETWOK OUTOGES:
THE GREATEST RISKS

COSTTY PRODUCT LOSS & IRERENESIBLE
CONSEQUENCES FOR HUMAN HEALTH
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TMP-GW & TMPPS:
GUARANETING RELIABILTY
UNDER ALL CONDITIONS

YOUR TRUSTED PARTNER FOR COLD CHAIN SECURITY

Termon FrostHub

4G communication support

GPS-based location tracking

BLE wireless sensor integration

Motion sensor support

Built-in temperature and humidity
sensor

Wide 12V - 48V power supply
compatibility

2500 mAh internal battery providing 48
hours of uninterrupted operation

240 hours of offline data storage during
network outages

Power failure detection and alarm
notification

Integrated audible and visual alert
system



Termon CoolTag

BLE 5.3 communication protocol

Up to 5 years battery life

Wide measurement range: -40 °C to +85 °C
+0.1 °C measurement accuracy

0.008 °C high measurement resolution
Sensor optimized for medical applications,
compliant with ISO 80601-2-56 standard
Factory-calibrated

IP67 protection class

32-bit ARM processor architecture

Optional 23 dBm high-power mode

Internal storage capacity up to 100,000 logs

Termon FrosTag
ADVANTAGES

The greatest risk in cold chain management
is undetected temperature fluctuations that
can compromise product safety. Termon
CoolTag ensures reliable monitoring
between —40 °C and +85 °C, while Termon
FrosTag extends protection to extreme
ranges from -100 °C to +150 °C. With long
battery life, BLE 5.3 connectivity, IP67
protection, ISO 80601-2-56 compliance, and
large data logging capacity, both sensors
provide a powerful safeguard for cold chain
security.

e BLE 5.3 communication protocol

e Upto b years battery life

e Wide measurement range: -100 °C to +150 °C

e +(0.1 °C measurement accuracy

e 0.01°C high measurement resolution

e Sensor optimized for medical applications,
compliant with ISO 80601-2-56 standard

e Factory-calibrated

e |P67 protection class

e 32-bit ARM processor architecture

e Optional 23 dBm high-power mode

B Longatiory Ul 150 8528154 Compliance

e [nternal storage capacity up to 100,000 logs

UNDETECTED TEMPERATURE FLUCTATIONS: THE GREATEST RISK.
POWERFUL SAFEAGARD FOR COLD CHAIN SECURITY




